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FLEECE WEIGHT 
—the best culling 
guide 
Flock owners' thoughts are now turn-
ing towards culling. Culling should re-
move the worst sheep and keep the best 
to fill the bales and breed replacements. 
A valuable aid to this annual task is 
Culling by Fleece Weight during shear-
ing. 
Remember when using this method— 
(1) Its greater accuracy is proven. 
Your gains are immediate. The 
average cut per head is increased 
and the most profitable sheep 
kept. 
(2) It should be applied to maiden 
ewes at the shearing before they 
enter the breeding flock. It 
would also pay to cull a young 
wether flock by fleece weight. 
(3) A minimum primary culling is first 
carried out in the yards to re-
move obvious culls—deformed 
sheep, bad mouths, poor con-
formation, and so on. 
(4) The ewes are identified by num-
bered ear tags—either perma-
nent plastic or temporary alli-
gator ear-tags. 
(5) As the sheep is shorn, the num-
ber is recorded on a card. 
(6) When finished, the fleece (and 
belly) is weighed and the weight 
recorded on the card. 
(7) The fleece is then thrown, skirted, 
and classed in the usual way. 
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(8) Any fleeces of very poor type are 
recorded on the card. 
(9) When shearing is completed, the 
lighter cutters and the few with 
inferior wool are culled according 
to the percentage you desire to 
cull, having in mind profitable 
stocking rates. 
(10) To avoid shed confusion, carry out 
this work at the beginning or end 
of the main shearing. 
(11) It is essential that the sheep are 
the same age, same wool growth, 
and have been run under the 
same conditions. 
(12) Mark culls so that they can be 
identified when it is time for dis-
posal. 
Officers of the Sheep and Wool Section 
of the Department of Agriculture are avail-
able to demonstrate and instruct in this 
technique. Applications for a demonstra-
tion should be made to the Officer in 
Charge, Sheep and Wool Section, Depart-
ment of Agriculture, South Perth, or your 
nearest Agricultural Adviser. 
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Be early and avoid dis-
appointment . Book your 
order now for June-July 
delivery. 
Write for Catalogue Free 
and Post Free. 
Trees and shrubs should be planted 
during April-May. Make your choice 
from our comprehensive list for 
Prompt Despatch. 
74 Barrack St., Per th - 23 3048 ( three lines) 
102 High St., Fremantle - - - - 5 2447 
GEORGE MOSS Pty. Ltd. can solve your problems of . 
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TREECLEARER' Power Saws 
The "Treeclearer" Power-saw is of solid tubular 
steel construction made in W.A. for W.A. conditions. 
This machine is fitted with a reliable 4-stroke petrol 
engine of British manufacture. The "Treeclearer" is 
guaranteed to be of first class materials and workman-
ship throughout. The "Treeclearer" is fitted with 
powerful efficient self-drive operating on both wheels 
for ease of movement in the roughest country. All 
controls are at the rear of the machine within easy 
reach of the operator. B.S.A. and J.A.P. 4-stroke 
engines. 
ONE MACHINE FOR MANY USES WITH 
THESE ATTACHMENTS-
SAW 
BENCH 
POST HOLE 
DIGGER 
FENCE POST 
BORER 
GEORGE Moss&i* 
Box R1288, G.P.O., Perth. Office and Works, 12 Woolwich Street, Leederville. 8 2371 
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